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IVCEZHNESEAMERIRE. 85, WLMERIRKM.

IVC cage is composed of four parts: plastic box,
box cover,stainless steel net cover and water bottle.

SWHYESERARAE: TH. WHER. HERE
B, WEBXE,

B ERME: nRRESRMEPC). B®A (PSU) ;

FERESE: BERIRAREYRE; LR
BERG RIS, RAEEORES L, R
HERMRG., ERERZH, RFEREH
IVCERMRES % : RURREGDRE 5 BE
BARBSHER, Be-SKEDRE: ABE
£

BRI RE T % F0.5%RER)T R Z#xt
IVCERMB;

BWBERSKE A %: 121C30min,

Selection criteria of experiment animals cage
box : Free-resistant tail docking, acid,
corrosion resistance to high temperature
sterilization.

Material: PC, PSU:

Sterilization methods of cage box: High-
pressure steam sterilizer and Drug
sterilization; According to the
characteristics of plastic materials should
be used in the sterilization methods
accordingly. The cage boxes must be
reduced injury. Life extension, transparent
cage box;

2 Sterilization methods of IVC cage box:
proposed alternate use of drug sterilization
and high-pressure steam sterilization, 4-5
drug sterilization+ high-pressure steam
sterilization;

Sterilization methods recommended : With
the concentration of 0.5% peracetic acid
disinfection for IVC cage box ;

High pressure steam sterilization methods
recommended:121C30min.

i = =
wA ERE A
The direction sketch map of the air current

H#T7L Air outlet

o
;e;ﬁlrf.g fing & %Box cover / 7L Air inlet

c eRIBY + SfffemC o O,

A& Type

NRER
(ShER A )
Mouse cage
(bottle inside)

WNRER
(A E kiR )

Mouse cage
(bottle inside)

KIRBRER
Cage box use
commonly mouse&rat

ARER
(AER KR )
Rat cage
(bottle inside)

KRER
(ShE KR )
Rat cage
(bottle outside)

BRRES
(ArSpE KR )
guinea pig cage
(bottle can outside)

z dz.

BS. MiE Model&Size

s

GAU-2 GAC-2
size: 325X210X180mm

a

GAU-1
size: 325X210X180mm

IRU
420X240X240mm

CAU-1
470X312X260mm

" cAC-2

CAU-2

470X312X260mm
CRU CRC
500X360X280mm

st dy Odztso ME G 5,

IVCEHL(R#EY) 1VC host (touch type)

B S(model) | ZJ-3
#Mifi(size)  500x530x1720mm

RE: AHES (BRERE) ,
i;iﬁiﬁﬁﬂ.iﬂi‘h F KGR

REARMEREE, EREEARMRE
TER RN AT A X BT A IVCH) R, 1%
i, ERTRELEE, fexsng
IVCHEATIR®], FTHMKMA, BB
iREE, GRHBRSE; KNBAIVCT
ESH, Ex, BE, BEE; KN
BARIVCIIERS, EBEREIMER
%, REBEAIFH.

Configuration: automatic frequency (LCD screen).
high-precision temperature and humidity

sensors, micropressure sensors, inverter control,
imported fan, automatically adjust the pressure inside
and outside the cage boxes, real-time monitoring of
temperature, humidity, pressure inside the cage, the
number of ventilators, a power cut alarm, overtake
alarm.

IVC system is connected with the central system, and
make intelligent management.

1RABEMRBEAR, NENESMWIES, PHIERZ R
2HEERATEEREEE,
3%%&2&*)1 NFE55 MRS, KRB HE2%

RIE
4.9tReE, REAFREHENERBILRSE;
SENEE: BULRBEERE, BRASRBIERE

B4z,
bR ERBREARTHAEGE.

1. Using Static breeze technology, independently delivery
gas on each cage to prevent cross-infection.

2. Adjust every box wind speed and pressure difference
arbitrarily.

3. Imported fan used less than 55 decibels of noise,
its high winds capacity supply for the volume of two
planes in the cage box.

4.Timer : Timely remind the operator high efficiency filter
cleaned or replaced.

5. Pressure sensor: alarm of dirty & plugging filter
ensures to control ventilation frequency indicators.

6. Blackout alarm reminds the operator to open a window
to life.

W
we-nt
MTERREAR

IVCEHLF MR IVC host(normal type)

ﬂ%(model)‘ ZJ-1
Hith(size) | 500x530x1720mm

AR EH Technical parameters

151 B Project Sl Parameters

3 Jf Power AC220V, 50HZ
% A I F Maximum power 200w
i ) %/ |
En%m’&@ﬁ?%mmﬁi 320X320X150MMX24
iR SE B/

Temperature range / precision 0-50. €/%0.1. C

AE R S

Relative rmmldlty range
I precision

0-100%RH/=+0. 3%RH

0-60PA/+2. 6%

31
Pressure range / precision

[y ek

BESETRR, PAEGRELFAFEF, 2T

TR E£99.999%0

High efficiency filter Aluminium alloy frame,made
by smo-Japan Huatai company and efficiency can
reach 99.999%.

H R Buj d8) W BUBSE §32-6P-08, 8 (903)5626124-82
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%E& MH&: 325x210x180mm
BEXAXE#ORRASHAER X8, BEEN
MESEMERENREH ., WERES; E
ZE, EMARBEANHEREME

15MinB EXE SR E200X A £, RERNPERER
&,

Cage box specifications: 325x210x180mm

Cages are made of United States original raw material
PSU transparent materials, have a strong bearing
capacity to acid and alkali detergents and Steam
additives. Even a repeat of the high-pressure
sterilization it still maintain the original clarity and
intensity, resistant to 160 C 15 Min high-pressure
steam sterilization. More than 200 times

Stainless steel stamping molding-net enclosures.

BEEIVCHRE SR
B 5 P H %
Model Size Rows
GA56% 1660x530x1920mm BRExTH
GAB3% 1580x530x2020mm 9RxTHF
GA112% 1660x780x1920mm 8ExTHix2M
GA126% 1580x780x2020mm IExTHIx2M

¢ uRIGBY + [femC o O,

z dz.

mEEMBERDRIVC

High-density Touchable screen mice IVC
RS GA126% (PSU)

model:GA126 cages(PSU)

TR A

1580x780x2020mm

IEXTHX2H=126%

EREES, FAMNAES;

ERBEEFIGS, EFRALTENHTEINERLE;
AR EE TRRMA, THEWIFT. KA ORM,
BHATRENE, NERESNEE;

Cage specifications: 1580x780%x2020mm

9layersx7 cagesx2sides = 126 cages

high density and high-efficiency

Cages will be serial numbered, for the format
management and computer information processing
Intelligent host at the top of the cage, stainless steel
casing. contact switch, the inperted blower, automatic
adjustment wind speed system, air volume and the
pressure difference inside the cage.

# KR E# Technical parameters

Iﬁ E Items ?E *1]_? Indicators

WMESRE ORI . N
Frequency ventilators (Number /h) 1020 (HH)

SR E (m/s)
Vellt:city (nT/sf =0.18

B B JE % (Pa)

Gradient pressure (Pa)
=S D) e

Air cleanliness (level)

T B A (4 I ) o

Colony (Number/Utensil/hour)

K27 (dB)
roise(dB) <55

20~50 (A[iA)

st dy Odztso ME G 5,

z Y
R TR R T

il R RIVC

High-density Touchable screen mice IVC
BE: GA63E—HE

model:GA63 cages delayed two

%% M. 1580X530X1800X2 (IEXT7% )

ERHHRNAREHHAHXARE, RHEAHNEFX
1077 8 2 X 1,5 22 it KR th & 8 B K L BD E ER
80%MER, HERKRRAMNRSABRNEREE.

THMER CRHEERBFKARE)
Stainless steel cage rack
(airinletand outlet system with automatic shut-off devices)

The air inlet and exhaust system with automatic shut-
off devices,when take out the the cage,the valve of
the cage and rack will be shut automatically,so even
80% of the cage have been taken,the frequency
ventilator,velocity and pressure different will be

maintained.
s %‘é;ig.‘ﬂm
_— FRBIT
JB%??IJKI 5 Valve of the rack
uckle

B RAMR TSN, WHERMHER, MAENK
;ji glﬁiﬁﬁﬁ\ BRIEFHE. 2 BETE R ME—RRIZE 8
I Ro

Buckles are made of aerospace engineering plastics,
which is thermostable ,anti-wear and beautiful, durable, EFHER

easy to operate.We are the only manufacturer to FEm]

resolve the problem currently. Valve of the cage

H RBuj 208 W BCESTH §3l2-62-03, 8 (903)s626124-92, W d M



jie

O www. sbn-impex.ru

R el

il g
i S
I S
;g‘.

§
§t

(5]

HI!!!!QR'J\ ’ive

ensity Touchable screen mice IVC
#S(model)  GA63%5ME K #HiBottle outside
Mik(size) | 1580x530x2400mm (IEX7% )

GAU-2

size: 325X210X180mm

{dL curdft eEmCo O,

O1HFEBBEFAERBIRETAE, BiEAH220V, EH
e, Bl HEMRFRABRRESHO™R;

02.ERRATHFMIIERIE., REME, AEREF
B, BRXERN. BINERBIMEEN, FERE,
BIHHHE;

O3.HERML ( M ) MERARHN3044 R E
X, NBRETR, BREXER;

04 M it ISR, RMEAFREERBRIIERE;

O5.EFBrR, E&EMEMIREEBRE S TR BRI
B, CHREEREBAFIFESE;

06. EWNKALEABRIEH;
07.;;;%9&{%&&1&*. WENEEIMTIES, PHLEXR

Os.ﬁgﬁﬁ&mﬁ%ﬁm’fme\E?ﬁﬁ, FRpERERE

E;

0OERBESERBERER, BHUKF, FREETHE
g\iﬁqﬂﬁﬁiﬁ. ERENBEERLERIFSPF RESES

100N R %2 & F # R A PSUE B # &, M4 :
325*210*180mm, AIFIERFH, EEFBRXE
m, KMHIER;

MEENTHMET, SRMET, RARGKRH®R, @R
BIR1S0CEN BN AER,; BREHEATF
REERE; AERME: MEEEMEME, WL
HZ01.8mm, WLHFEHA1Cr18NI9 ;

NEGNRABEREZTSTSHIBT, EOEF
K, #IR#OETREEREER. ABEHENEHN

13. &M R APCIEMB00CCIR/K IR, EEMAAKORS
B BN, R,

dz. sty d)y Odese ME 86 5,

01.The equipment in the host confirm with natioal safety
standard,the power supply is 220V, pressure sensors,
motors, and the corresponding instrument requires are
high-quality imported products;

02.The racks are made of stainless steel 304, the surface is
polished, inner surface is smooth, the welding spot has
no burrs. The rack should be nice in appearance, solid
and stable, and easy to move;

03.The other parts (the host )are made of stainless steel
304, the surface is polished, inner surface is smooth, the
welding spot has no burrs

04.The timer is attached to remind users to replace high
efficiently filters timely;

05.The host has the function of a power cut alarm,
equipment failure alarm ,emperature and humidity alarm
and many other auxiliary functions, power cut alarm
reminds the user to open the life; window of the cage

06.There is a liquid crystal screen on the host for you touch
and control.

07.Using static wind technology, to ventilate individually to
each cage to prevent cross infection;

08.Static wind technology make the air to go everywhere in
the cage,the life window can prevent the mouse from
suffocate when power is off.

09.Cages are connected tight, and sealed well, when the
equipment are placed in ordinary environments, the
inside of cage can still maintain the SPF level of air
cleanliness;

10.The cage are made of PSU transparent materials,size:
325 * 210 * 180mm, can be inserted record card, buckles
are easy to open, bottle is put outside;

11.The cage are sealed well, good transparency, use
silicone rubber to resist acid and alkali, No distortion in
15 pounds pressure and 150 C for half an hour .; The net
are made of stainless steel ,the wire diameter is
®1.8mm, and is made of 1Cr18Ni9;

12.The cage use static pressure to let the clean air to go
smoothly downwards to get the living area, the inlet and
outlet filter can avoid the enter of hair, sawdust , etc to
come in.

13.Atransparent PC water bottle is putin each cage,which is
made of imported thermostable materials; transparency,
resist acid and alkali.

EEEMBARIVC
High-density Touchable screen mice IVC

B S (model) | GA126%5hE Kk #EBottle outside

#Hi(size) | 1580x780x2270mm

BEEIVCHRESE
B 5 MO’ H %
Model Size Rows
GA63% 1580x530x2400mm 9B THE
GA126% 1580x780x2270mm  9Ex7H (XW)

H @) 208) W BYRSE §3t-6p-09, 8 (003)626124-82, &

d



b

SBN-IMPEX

ik (size)
NRIVCHIBR S %
Eidl Eﬂ ;&

Model Mouse cages
GA20% 20
GA30% 30
GA36% 36
GA42% 42
GAS56% 56
GA30% X 2 60
GA3BEX2 | 72
GA42% X 2 84
GAS6% X 2 112

{Ld

www. sbn-impex.ru

R RIVCEA

Touchable screen mice IVC cage

S (model) GA30%(PSU)

i (size)

1200x530x1690mm

MR MRIVCER

Touchable screen mice IVC cage

S (model) GA42%(PSU)
1430x530x1750mm

Mg

Size
970X530X1470
1200X530X1690
1430X530X1690
1430X530X1750
1890X530x 1750

1200X530X1690X2&

1430X530X1690X2&
1430X530X1750X 24
1890X530X1750X2&

H &

Rows
52 X4
6/2 X5
6/2 X6
1B X6
18 X8
6/2 X5%2
6/F X6X2
1B X6X2
T2 X8x2

¢ uRIGBY + [femC o O,

O1TRAXBARENXMBETR, ERREE. FE.
ittt HKEER;

2RABMEMAKLA, MBI ERHTMIER, B
XEF; ERQHRBESHAZRE, ATEHEER
BXRDWERGE, AEEERBELRE, BISR
WEHRNNLEMENEETR, FBEREFHRSK
#, R WIEHAEFZM;

O3 HRERAEMFERAR, BAERBFES;

04.ZEHLR FA 2 E R 3 i O KL

05 A& BHEIT, iﬁﬁﬂﬁﬁﬁgﬁﬂﬁﬁ (%R
EESENHRM ), REHREAA;

06.5% i % ThE it tH KU, Hitﬂ%‘g‘ﬁ‘éﬁﬂJ*Pﬂﬂﬂl'l

07;&%#‘]"5@9&‘35‘1%&%, ELRPPWRERER

08.EARBEHERR T EAR 1S NEHE;
0O BEMNIELEE ASHARILS, REKEEERE

il ;
10£§P¢Jxﬁ]ﬁﬁﬁ{§ EEYE. BEET, EEEF

11 T\&me. BE, EE£ ETIR;

12.8itH, REAPRNERSLLIRS;

13 EREEREAPTHAEGE, BR24NHHYRE,

14FTHESREAE, ABBRTABBMAT,

15. REXR A ORAPSUBAH R, B ERH M &R150C
EIN 8RN ARER,

CIBE.

01.Using the color touch screen, display temperature and
humidity, pressure, total time, and air inlet and outlet
and other indicators;

02.Using static wind technology, to ventilate individually
to each cage to prevent cross infection;

03.There is a LCD screen on the host for you touch and
control;

04.There us an imported blower in the host;

05.The host has the function of a power cut alarm,
equipment failure alarm ,emperature and humidity
alarm and many other auxiliary functions, power cut
alarm reminds the user to open the life; window of the
cage;

06.Using multi-functional air valve,which can be
automatically closed when the cages are taken out;

07.The wind speed and pressure difference can be
adjusted to protect animal safe;

08.The cage are sealed well, good transparency, use
silicone rubber to resist acid and alkali;

09.Using static wind technology, to ventilate individually
to each cage to make sure the wind go everywhere
inside the cage;

10.The cage use static pressure to let the clean air to go
smoothly downwards to get the living area, the inlet
and outlet filter can avoid the enter of hair, sawdust ,
etctocomein;

11.The temperature, humidity, pressure difference can
be set from lower limit to upper limit;

12.The timer is attached to remind users to replace high
efficiently filters timely;

13.The host has the function of a power cut alarm,
equipment failure alarm ,emperature and humidity
alarm and many other auxiliary functions, power cut
alarm reminds the user to open the life window of the
cage;

14.1tis easy to open the cage,only press the buckles;

15.The cage has no distortion in 15 pounds pressure and
150 C for half an hour.

z dz.

st dy Odztso ME G 5,

[

MIERBEER (IVC) BANMBOAEMN: RRRSE, HS
R4, 2. RE. RNXAREERD, SOLRERA
FHARRFATE, EERRAXERRH#D, BRR
A ORHEMI04REE ., REFERAPSURBMEMRH KL,
REMFATHMRRAERRTER. MESR121CED
1585 N IR

ks

- RABERKBEAR, MSNMERMIES, BIERZER;
2. RAZHAEHHXE, RHERGEBHNXAMRT;

3. IEBETSRENNEEE, TERPPUWRAERLE;
4. ERBEREHERRTESMEHME;

5 BERMREEENSRABIER, MRHEEEREH;
6

7

8

. EEARABERAEESESHORT, ENEEFK;
. iTREEE, RERPRHERBLOLIIRE;
. FREFRBRAFITAEGE;

Configuration:

Individual ventilated cage (1VC) is represented by four
components : Air system, exhaust system, cage shelf,
box. Fans are used the original German imports, high—
efficiency filters are produced by the Japanese joint
venture Aetna,and imported original pressure gauges are
employed in the United States. Special Pipes F - 304
stainless steel cage is used imports. Raw materials of box
are used PC transparent material from Germany's Bayer
Company produced . Box and all sealing material used
silicone rubber bear acid, alkali, the pressure of 15
pounds of high temperature 121 ° C for half an hour
deformation.

Innovation:

1. Using Static breeze technology, independently
delivery gas on each cage to prevent cross—-infection ;

. The use of multi-function access Breeze makes valves
automatically closed when boxes are put out ;

. Adjust every box wind speed and pressure difference
arbitrarily to Completely protect animals and the
environment safety ;

. Medical silicone rubber seal ensure sealing of the cage
boxes ;

. HIP breeze makes the cage containing air leaving no
quarter, reserved defense stifled channel blackout ;

. Cage box containing HIP box makes clean air uniform
downward delivering to the living area ;

. Timer : Timely remind the operator high efficiency
filter replaced ;

. Blackout alarm reminds the operator to open a window
to life ;

. Open the cage and easily operate, only press the
buckle to extremity fracture.

w N

© © - o o &

FiRRIRIVCER
Normal mice IVC
ES(model)  GA36%(PC)

#Mik(size)  1430x530x1690mm

FiMERIVCER

Normal mice IVC
#S(model)  GA56%(PC)
Ht(size) 1890x530x1750mm

# RS # Technical parameters

Iﬁi E items

WK ORI
Frequency ventilators (Number /h)
SRBE (m/s)
Velocity (m/s)
BEEZE (Pa)

Gradient pressure (Pa)
EEERE R

Air cleanliness (level)

& T E & (/M)

Colony (Number/utensil/hour)

162 75 (dB)
noise(dB)

*E‘ *I_'F Indicators

10~20 (A[A)

=0.18

20~50 (A[A)

<100

<55

H R Buj d8) W BUBSE §32-6P-08, 8 (903)5626124-82
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| BB (model)  IR20%IR20cages(PSU)
M (size) 1140x620x1750mm

&v;(moael) |H20£— SU)
IR20 cages delayed two

}ﬂﬁ(sue) 1140x620x1750mmx2

¢ sRIABY + C[fiem € 0 O,

RONRIAIVCHBE SR

Versions table of IVC used commonly for mice & rats

B S RES

Model ca"J“ese

IR16% 16 1140X620X1590 4/ X4
IR20% .20 1140X620X1750 5/= X4
IR25% 25 1400X620X1750 5% X5
IR30% 30 1680X620X1750 52 X6

IRIBEX2 32 | 1140X620X1590X 28 | 4/ X4X2

IR20% X 2 40 1140X 620X 1750 X 2& | 5/F X4X2

IR5%X2 50  1400X620X1750X2& | 52 X5X2
IR30%E X2 60  1680X620X1750X2& | 5EX6X2

Fdz. stydy Odetseo ME G 5,

MERIVCX/ D RER

BRERRE MEMERAHEG, MEXFX, #OXI,
AEBAETHWREIT, XRABEMREARBELENES
HEIENEEAN, #HERNRAPIERERTTSTREL
ﬁ!&ﬁQSQQéﬂ&‘]Ei&ﬂﬁ REYRIFHORP. BRTE

TRARENSIHBRERBNRS, ENSELERIRE
HE=S, RIPBIEARNERE. RENSET#H, ENE
Kifi#<0.13m/s, EITRE<49dB, MTHERIFH R4 (IVC)
REBRIEZANGMATETHEZSELARLIR, b
HHFR—REANS—RAELTEANMT, ERFR, EH
WA T Hi51004, FEHEHSHRE TiE1008%, &%~
AN RGEAR, MERRE, HRRSE, ERNER.
ERREMARNREHRARORNN, BEHFHK, BER
ERA. ERXAFOFAHNIAREE, ZAXAEEARFT
AFAEFHRWPSUSEWHE, RAMER160CISHESR
15 AR ERABE,

Touchable screen ivec used commonly for mice and rat

LCD screen ,microcomputer—control ,contact switch, the
imported blower fan and Torch projects establishment that
is used distribution technology to assign clean air to a
single cage box . exhaust using filter from Sino-foreign
joint ventures Huatai company produced reaches High-
class level of 99.99 sterile filtration .It provide the best
protection for animals. Users can adjust the best hourly
frequency ventilators Endohedral in cage. Gas on the
high-efficiency filters to outdoor cages, that protects the
health of operators. The low gas diffusion, air velocity
cages "0.13m/s, the operating noise" detector. Rearing
independent air supply system (IVC) to ensure access to
effective through the air filtration units rearing animals, but
it can also maintain the same system of independent
modules each rearing, or interference from each other. In
ordinary circumstances have 100 static level is extremely
negative pressure reaches 100 static environment. The
product consists of four components, namely, air supply
system, exhaust system, frame and cage box. Original
exhaust system and air supply systems used in imported
blowers have long life, low noise advantages. Special
Pipes using F - 304 stainless steel imports cage, the cage
box using the German company Bayer polysulfone PSU
transparent material production, 160 oC high temperature
deformation 15 pounds pressure for 15 minutes to avoid a
rupture.

8 (model) | IR25%(PSU)
#Mi(size) | 1400x620x1750mm

BASH

Technical parameters
Il H Project ?E’ */]_T Indicators

|ERE CR/NED < 5
Frequency ventiiators (Number /h) 10~20(77 )

STEE (m/s) <0.18

Velocity (m/s)

5 & JE % (Pa)

Gradient pressure (Pa)

ERESRE G
Air cleaniiness (level) £100

EFEM /DA | -

Colony (Number/utensil/hour)

7 (dB)
nr%;f:e(ds) <55

20~50(R”T i)

MBRIVCX/MRAR

IR25% —#E —(PSU)
| IR25cages delayed two

#i&(size)  1400x620x1750mm

&S (model)

H R Buj d8) W BUBSE §32-6P-08, 8 (903)5626124-82
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MBRIVCAREAR
Touchable screen IVC used commonly for rat

CA20%—#E=(PSU)
B S(model) (CA 20 cages delayed two

i 1380x670x1

KXRIVCHRE S F

version table of rat IVC
B 5 R IEH P
Model Mouse cages Size
CA20% 20 1380X670X1950mm
CA25% ‘ 25 1720X670X1950mm
CA30% 30 2020X670X1950mm
CA20%EX2 40 1380X670X1950mmX2
CA25%X2 | 50 1720X670X1950mmX2
CA30%X2 | 60 2020X670X1950mmX2

H B

Rows
5/= X4
SEX5
5RX6

OIHERBEFAERBSZERE, BRA
220V, FEAMEREE. Bl BENRER
mﬁunﬁﬁﬂﬂ:”“un,

02 ERRANFHMI04EHE, REMAE, B
BREFR, BAXTEN. BENERTIMNE
EN, FERE, BHHE;

O3.HEMAL (EMF ) # R AT EW3044
REEME, WEREFR, ERLERN;

04.]iH R 88, HREEF R AT B H A T8

5
05.AF 2, HHEHMMNEREEBRESIIE
gmxm‘t CHEEREAFTHES

06.ENFERAEBMER. 26;

07 RABEMNBER, MEMEEMIKS,
BiiEZE R ER; EREGERHHRKXA
B, ENTaHEFTEIMRE, EERS
NESHEEYS);

OB%E%&FLE%@WﬁBﬁTEﬁﬁ B

mE
SE Xx4x2 00EBERRTHBET, BT, FAE

SEX5X2
52 X 6X2

{0 curdft UMemC o O,

BFEEREREAN, EENMERLRE
SPF RZ=SERE;

10. KR %22: M4 : 1380x670x2020mm,
52 x 4%=20% x 24 ;

MNARZEERHRAPSUBE MM I, Mik:
470*312*260mm, FIHHIERFH, EEF
BREM, KAMER;

1R.EENZ ML, SPMTF, RARBREH
B . it 5 SR 150°C JE 158 /B R I
; BREHETRMSERE; FHERM
B WLERZO01.8mm-04.0mm, WL
RA1Cr18Ni9;

BEEAXBREREETLZTSHIET, &
BMAERK, HHREOFTRERBREER.
KBEHNENR;

14 BARAPCEMRKM, EEHRAEOR
mmAE; B, R

15EMMEHMRIRER, WERHER,
mMEXBAS., REMA, RIEFE. BB
B A M — AR SRR A TR o

Fdz. stydy Odetseo ME G 5,

01.The equipment in the host confirm with natioal
safety standard,the power supply is 220V,
pressure sensors, motors, and the corresponding
instrument requires are high-quality imported
products;

02.The racks are made of stainless steel 304, the
surface is polished, inner surface is smooth, the
welding spot has no burrs. The rack should be nice
in appearance, solid and stable, and easy to move;

03.The other parts (the host )are made of stainless
steel 304, the surface is polished, inner surface is
smooth, the welding spot has no burrs;

04.The timer is attached to remind users to replace
high efficiently filters timely;

05.The host has the function of a power cut alarm,
equipment failure alarm ,emperature and humidity
alarm and many other auxiliary functions, power
cut alarm reminds the user to open the life; window
of the cage;

06.There is a LCD screen on the host for you touch
and control.

07.Using static wind technology, to ventilate
individually to each cage to prevent cross infection;

08.Static wind technology make the air to go
everywhere in the cage,the life window can
prevent the mouse from suffocate when power is
off;

09.Cages are connected tight, and sealed well, when
the equipment are placed in ordinary
environments, the inside of cage can still maintain
the SPF level of air cleanliness;

10.The cage are made of PSU transparent materials,
500*360"280mm, can be inserted record card,
buckles are easy to open, bottle is put outside;

11.The cage are sealed well, good transparency, use
silicone rubber to resist acid and alkali, No
distortion in 15 pounds pressure and 150 C for
half an hour .; The net are made of stainless steel
,the wire diameter is ®1.8mm, and is made of
1Cr18Ni9;

12.The cage use static pressure to let the clean air to
go smoothly downwards to get the living area, the
inlet and outlet filter can avoid the enter of hair,
sawdust, etc to come in;

13.A transparent PC water bottle is put in each
cage,which is made of imported thermostable
materials; transparency, resist acid and alkali;

14.Buckles are made of aerospace engineering
plastics, which is thermostable ,anti-wear and
beautiful, durable, easy to operate.We are the
only manufacturer to resolve the problem
currentlv.

MBRIVCARER
Touchable screen IVC used commonly for rat

FS(model)  CA20%(PSU)
Mif(size) | 1380x670x1950mm

FHBIVCARER

Normal commonly for rat
IS (model) CA20%(PSU)
#Mif(size)  1380x670x1950mm

H R Buj d8) W BUBSE §32-6P-08, 8 (903)5626124-82
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HS(model)  CR16%(PSU)
HMi(size)
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O1HMBEEBRFESERBSRERE, BiFEH20V, EAEBE.
B, HENRE *ﬁﬁnn]ﬁﬁﬁuf‘nn.

02. %22 R AAFM304E HiE, RAMN, AEREFRF, 1BX

03.HEEAL ( EHHE ) Mﬂ%m?ﬁﬁsomﬁiﬁﬁ% PEE
RETR, BAT

04 #ITET 28, EEHF&HE&ES&Lmﬁ

05.AFEH, BEMRMREEBRESTREHHIE, B8
REREAPITFEGE;

06.ENBEBRALERER, #H;

07 RABEMNEAR, MENMESMITES, BHLELIIXBRE; %
%Lﬁiﬁ:&ﬂim*mﬁ ENATEDATSENRE, EE
RENERMNEE

os%EﬁmE%QN%mTE%ﬁ MRS REBIEE;

09 REERFRELRRD, BN, FREBTLERE R E
AR, %8N ARITSPF RESA SR,

10. KR ERF IR APSUBMAH A, MHE: 5007360"280mm, ]
WwigRFH, ERFRAIEN, KMEARNERX;

MEBNTHIET, SPEF, RAERKHE. HEER
150 CENSBEF MM ATR; EREHETRNSERE;
AENME: WLERZO1.8mm-04.0mm, WL FEH
1Cr18Ni9;

12,5 8 R A 9 FE 46 455 %2%&'7”? EEEFR, HERE
DA EERREES . KBEHRNENR;

13. 2 5% FPCIERIRKHR, %ﬁmﬁm&uru RAE; B

1590x690x1590mm o, R

BREIVCHRE S F

Versions table of guinea pig IVC

HERERRIVC
Normal guinea pig IVC

FS(model) | CR16%—#=(PC)

P 1

i RS 4] Technical parameters

BE R CR/NE)

Frequency ventiators (Number fhy | 10720 (7T ] Adjustable )

B B items *Ei *;]_‘ Indicators

CRI6%E 16| 1590X690X1590 4E x4 e

CR20% 20 1980X690X1590 4R X5 TR <0.18

f Amoww . mmy i (b | 2050 (8 st
ORIGE X2 82 | 1500X690X15900X2& | 4/E X4X2 Pabeh L <100
CR20%X2 40 | 1980X690X1590X2& | 4/ X5X2 R R | ,
GR5%X2 50 | 1980X620X1910X2& | 5/ X5x2 Calony (Numberiutensi/hour)
CR30EX2 | 60 | 2420X690X1910X28 = 5EX6X2 kL) <55

{Ld

c eRIBY + SfffemC o O,

z dz.

st dy Odztso ME G 5,

01. The equipment in the host confirm with natioal safety
standard,the power supply is 220V, pressure sensors,
motors, and the corresponding instrument requires are
high—quality imported products;

. The racks are made of stainless steel 304, the surface
is polished, inner surface is smooth, the welding spot has
no burrs. The rack should be nice in appearance, solid and
stable, and easy to move;

. The other parts (the host )are made of stainless steel
304, the surface is polished, inner surface is smooth, the
welding spot has no burrs

04. The timer is attached to remind users to replace high
efficiently filters timely;

. The host has the function of a power cut alarm,
equipment failure alarm ,emperature and humidity alarm
and many other auxiliary functions, power cut alarm
reminds the user to open the life; window of the cage

06. There is a liquid crystal screen on the host foryou
touch and control.

07. Using static wind technology, to ventilate individually to
each cage to prevent cross infection;

08. Static wind technology make the air to go everywhere in
the cage,the life window can prevent the mouse from
suffocate when power is off.

09. Cages are connected tight, and sealed well, when the
equipment are placed in ordinary environments, the inside
of cage can still maintain the SPF level of air cleanliness;

10. The cage are sealed well, good transparency, use
silicone rubber to resist acid and alkali, No distortionin 15
pounds pressure and 150 C for half an hour .; The net are
made of stainless steel ,the wire diameteris ®1.8mm, and
is made of 1Cr18Ni9;

. The cage use static pressure to let the clean air to go
smoothly downwards to get the living area, the inlet and
outlet filter can avoid the enter of hair, sawdust , etc to
come in.

12. A transparent PC water bottle is put in each

cage,which is made of imported thermostable materials;
transparency, resist acid and alkali..

13. Buckles are made of aerospace engineering plastics,
which is thermostable ,anti-wear and beautiful, durable,
easy to operate.We are the only manufacturer to resolve
the problem currently.

0

IS

0

w

0

o

# S (model) CR20%(PC)
M (size)

1980x690x1590mm

£ S (model) | CR16%(PSU)
H i (size) 1980x690x1590mm

MBRAR. KRIVC
gui

B S(model) CR20%—3#E=(PC)
M (size) 1980x690x1590mm

H R Buj d8) W BUBSE §32-6P-08, 8 (903)5626124-82
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IVCELNYREREE

AP RERGIVORKE R ERM £, ABIEABRL, WNAERREREWRSE, EXREFREELE, BAER

£, FRBAE

2, R, #R, ARG, AERAETMR, SSHERTEEZY. BRIREHENER, BHERRLSE

SIREHY, FRBENMVCRAGHETFRERES, FRMBEAMBMHZTRBER, HI=RRA=REGT (BDHEX.

HERL, GUERAL ) & BT

HLERH

WHE, WRE
BN KRRIAFSRE
BRI ZEH

THER. KR, MNRIVCER
EHRRTS A B BHOL

IVC INFECTION ANIMAL NEGATIVE PRESSURE
RECOVERY ROOM

IVC double traditional style The products are
Desigred on the basis of, preventing pollution
Zoonoses with increasing suction box system and
chain system makes experimenters operation more
convenient, the use of more security. products are
combined of cages, cages planes, air inlet, exhaust
system, suction box. Initial pipeline from the intake
air, high-efficiency filters into the cage box, and
after discharge from the exhaust system, filtering,
IVC whole system will be placed in negative
pressure environment, and to effectively prevent
cross—infection of humans and animals. Three other
products used duct design (inlet and exhaust air,
suction fan) independently.

Machine features:

Double Negative pressure, dual insurance

Infected animal feeding and recovery

Two fans structure

It can being put IVC cage box for guinea pigs, rat,
mouse Zoonotic disease of the chain to prevent
insura.

KB % Technical parameters

Iﬁi E Items *E’*ﬁ\mdica(ors

SR R/

Frequency ventilators (Number /h) 10~20
SR n/s
\Ilelltocityx( m/s) <0.18
EBMEEE (pa) 20~50
Cage case gradient pressure (Pa)
-5k S B 100~ -150
differential (Pa)
EEERE ()
Al cleanliness (level> 100
& TE Y (/M) 0
Colony (Number / utensil / hour)
2E (dB)
Noise(dB) <55

¢ uRIGBY + [femC o O,

M (size) : 1400x750x1980mm

z dz.

st dy Odztso ME G 5,

FHEMNLFIVCER
1IVC or rabbit

S (model) FS-RA-

#ik(size) | 1060x700x 1560mm

RIERT: 500x400x460mm (6RFHFER )

B R: 500x500x1720mm

TERE

HLAESNTE : KA O304 W, HRE1.5mm

Rabbit cage size : 500 x 400 x 460mm (with 6 pallet)
Electrical box size : 500x500x 1720mm

Principal Configuration

Crate shell : 304 stainless steel plate imports, 1.5mm
thickness

#S(model) |FS-RA-2

#Mif(size) | 1980x690x1590mm

EEMIE

(cage case size)

590x470x440mm

H R Buj d8) W BUBSE §32-6P-08, 8 (903)5626124-82

&M life cabin

R&% box cover

£EME metal grille
#HE feed box

\ ~ o —— %%& cagebox
—

size: 590x470x440mm

£EM%E metal pad
e tray

$ K $E#R Technical Indicators

I B Project

#E *7]—‘ Indicators

IR ORINED 10-20
Frequency ventilators (Number /h)
SHEE (n/s) [
Vellocilyx( mis) 0.1-0.2
BEEE (Pa)
Gradient pressure (Pa) 0-40
TEERE R 100
Air cleanliness (level)
T B (/I B 0
Colony (Number/utensil/hour)
EIRE, mg/m3 <14
The concentration of ammonia
BR75 (dB)
Noise(dB) =65
fEE (Pa) 0-70

Negative pressure

sWdm
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F— &
. i R
F AW B 8 operation isolator FARMBE operation isolator Sterile isolator L]

S (model) SG-S S (model) SG-B & S(model) HW-120

#ik(size) | 1800 x 700 x 1230mm #iE(size) | 2000 x 1000 x 1630mm & (size) 1200 x 700 X 1500mm

FI(0s200) | Do spotionio e Fis(wage)| Sooperation o pies

cats or ducks. monkeys or dogs i RERWES Ratoperation isolat
e 5 - 3 . at operation isolator
REMERE, REE—EEENEEET, BRRREE —
R, BRATRESANBEES, MRIEREREA B §(model) HW-100
M SMBRSRBMER—ENEHE. #MH(size) | 1000x 650 x 1400mm
~. USAGE:

Make the temperature, humidity adjusted freely within )
a certain range, while in accordance with the requirements %%%?é%ﬁ

have been set, automatically adjust the pressure gradient > E?%KF(W'L' EHRNESERE: BEERNE

inside the isolator, to ensure that the fresh air and - o 4
ventilation frequency Inside the isolator and maintain ﬁmﬁgmﬁgg* gggmﬁﬁﬁﬁﬁﬁggg

< a certain pressure difference. R m}f B ORBIAE h kS ’*fé A

RERERE f554E Delta & mﬁ_%@%ﬁliﬁﬂiﬁim‘aiﬁﬂ‘ BER
Stainless steel Transfer barrel ATRENSHERENRBRNERL, BE. E
transmitting window ERNERE; 3 =

3.EN. RE, REMESE. BREBMETRE;

4. AKX KEIRTE;

5. F&;

6. HAMERLHPEHINY G (Y ) FEE

R,

B3 R 98 88 A B B U 3R 88

N

# 2 (model) SSI-IP
#M#&(size) | 1000 x 800 x 1400mm

Main components include:

1, The isolator box;
RS #] Technical parameters

2, Portable blower, inlet and outlet air tube and the
wE 15i7 adapter; blower use low noise, low vibration, high
© 2 air speed, frequency conversion,The power of inlet
Project Indicators S
blower is bigger than power of outlet blower.Two
SR CRINES) 17.4 fans start using interlock , the sequence is outlet
Frequency ventilators(number/h) first, use Delta as a controller and real-time display,
SHEE (m/s) 0.18 N you can direct control isolator parameters such as
Velocity (m/s) temperature, humidity, pressure and air supply with
EZ£ (Pa) 50 KRB (NE ) sensors and artificial settings; -
ﬁ“: Soft cellular plastic isolator (two persons) 0 3, Sensors of pressure, temperature, humidity,
Gradient pressure (Pa) ]
EEEEE (G 100 B (model) | SSI-IS Siglcceliiacpiaatiobalatc, controllers and display screen;
=R # B(model) SSI-IR 4, Adjustable air volume control valve;
Air cleanness (level) M (size) 1800 X 700 x 1800mm 5. Gloves ;
ETES (MM 0 REETRRR Rsize) 1700700 1000mm 6, With transfer window and connecting sleeve of
Colony (number /utensil / hour) Fif(usage)  Feed mice and rats Filusage) ATXARER two security doors;
K AEdB 46.8 feed mice and rats 7, High efficiency air inlet and outlet filters.
Noise (dB)

J{J cur@ft ¢fMemMCo O, bkd sty dyOdtsemitsets, HRSByjAY, W B(RSTH F3At-BP-03, 8 (903)s6@6124-92, W d
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REBEES
Double layers chicken bred isolator

B S (model) = GJ-2

ik (size) 2100 800 X 1500mm

FERE:

HLFE SIS S A #E 304 544, #R/E 1. Smm

Principal Configuration :
Crate shell: Using 304 stainless steel plate imports,
1.5mm thickness

$ RS Technical parameters

pril=] k-t
Project Indicators
WERE COR/NED 20~50
Frequency ventilators ( Number /h)

SR E (m/s) 0.1~0.2
Velocity (m/s)

B EE % (Pa) -100~100
Gradient pressure (Pa)

EEE R 100
Ci i (level)

& T B/ meD 0
Colony (number /utensil / hour)

EKE. mg/m3 <14
The lion of ammonia

K 75 (dB) <55
Noise(dB)

TERRAE, Lx 150-300
Brightness

¢ uRIGBY + [femC o O,

z dz.

SPF35 I & 3%
SPE

chicken isolator

E S (model)

ik (size)

BEES
Duckisolator

&) S (model)
A% (size)

GJ-1

2200 x 855 X 1800mm

FS-GY

2350x900x1750mm

st dy Odztso ME G 5,

EREER
Pig isolator

) S (model) ‘ FS-GZ

Mifi(size) ‘ 3500 X 900 X 1750mm

IRER RSN R

1, RA#RONKN, BRER, NEKX;
2, AIEEPFTEL0-150PafifE;

3, XRATAARERAAVNERIIRE;
4, BAEEBRRE, AREENIIE;

5. XERBEREEITRE;

6. BRBEVHMEETNE;

Features

1. Imported fan low noise and strong wind

2.Adjust 0-150Pa negative pressure arbitary

3.Use double-efficient filter from Sino-Japan Huatai company
4.Have the function of power failure alarm and fault alarm
5.Caldwell pressure of United States original Configuration
6.Transparent plexglass for observation

7

HEARMEE Pigisolator

S (model) FS-NGZ

M (size) 1530 x 950 X 1700mm

MBI R SH
Double layer isolator

& S(model) FS-NGZ
M (size) 2400 x 800 X 1800mm
W 17 35 B8 15 2% 45t B -

{@FFER~F: 1800x800x800mm x 2&
LEARE: AFAK (2F7FR ) 28, BREEAIFH
HIEBERIEFE;

HEFAFER: 28

RERRERIE

EHEN ( BFEEEHOEBMRIL. EXxR. BR
WaReE, RENE)1E,

TERE:
LA : R A O304RE MR, HE1.5mm

FEATURES:

Size of breeding area : 1800x800x800mmx2
Complete setincludes 2 stainless steel feeding
box user interface is plexiglass with operating
gloves

2 Feeding racks inside

Control host, includes imported blowers, pressure
gauge, high efficiency filter, temperature controller.
principal configuration:

Crate shell:Using 304 stainless steel plate,1.5mm
thickness

SR, Rh 20-50
SHEE, mis ‘ 0.1-0.2
HEEE, Pa 20-50Pa
HRE, & | 100
ETES, ML 0
HRE, mg/m3 =14
&, dB(A) =55
IERE, Lx | 150-300

H R Buj d8) W BUBSE §32-6P-08, 8 (903)5626124-82
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