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Application

 Pharmaceutical industry

 Analytical instrument

 Food equipment

 Cosmetics industry

 Printer machine, etc
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Micro Flow Rates OEM 0.0002-50mL/min

TH10

Description

 Flow rates:0.006-41mL/min
 Step motor drive,high precision 1%
 Variable speed control
 Pump direction reversible (CW/CCW)

Typical application

 Testing equipment
 Analytical instrument

Specifications

Acceptable pump head TH10A (4 Roller), TH10B (8 Roller)
Speed 0-100RPM
Speed control (1)BCD speed switch:15 positions

(2)External operation, linear relation between analogue signal

Model
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and speed
Direction control Flow direction , both clockwise and counterclockwise available
External operation
(single choice)

Analogue control : The pump speed, direction and start/stop can
be controlled through an analogue signal input of
0-10KHz,0-5V,0-10V or 4-20mA.
Digital communication : Remote operation through RS485.

Tubing 1*1,2*1,3*1(ID*Wall thickness,mm), or ID≤3.17,Wall
thickness0.86-1mm

Operating voltage DC 11.4-25.2V, recommended DC 24V; 50/60Hz
Operation condition 0-40℃, Relative humidity <80% non-condensing
Weight 540g

Dimension
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Description

 Flow rates:0.2-41mL/min
 Step motor drive,high precision 1%
 Fixed speed
 Pump direction reversible (CW/CCW)

Typical application

 Testing equipment
 Analytical instrument

Specifications

Acceptable pump head TH10A (4 Roller), TH10B (8 Roller)
Speed Fixed speed,3-100RPM, customization
Direction control Flow direction , both clockwise and counterclockwise available
Tubing 1*1,2*1,3*1(ID*Wall thickness,mm), or ID≤3.17,Wall

thickness0.86-1mm
Operating voltage DC 12V
Operation condition 0-40℃, Relative humidity <80% non-condensing
Weight 540g

Model



7

Dimension

DG(multi-channel)

Description

 Flow rates:0.0002-48mL/min
 Step motor drive,high precision 1%
 Variable speed control
 Installation plate: straight plate or L plate

Model
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Typical application

 Spectrograph
 Analytical instrument

Specifications

Acceptable pump head DG,channel available:1,2,3,4,6,8,12;
(roller material:stainless steel; cartridge material:POM)

Speed 0-100RPM
Speed control (1)BCD speed switch:15 positions

(2)External operation, linear relation between analogue signal
and speed

Direction control Flow direction , both clockwise and counterclockwise available
External operation
(single choice)

Analogue control : The pump speed, direction and start/stop can
be controlled through an analogue signal input of
0-10KHz,0-5V,0-10V or 4-20mA.
Digital communication : Remote operation through RS485.

Tubing 1*1,2*1,3*1(ID*Wall thickness,mm), or ID≤3.17,Wall
thickness0.86-1mm

Operating voltage DC 11.4-25.2V, recommended DC 24V; 50/60Hz
Operation condition 0-40℃, Relative humidity <80% non-condensing
Weight 1200g

Dimension
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JZ15C(double channel)

Description

 Flow rates:0.047-45.32mL/min
 Step motor drive,high precision
 Variable speed control
 Installation plate: straight plate or L plate

Typical application

 Analytical instrument

Model
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Specifications

Acceptable pump head JZ15C(roller:4; material:PPS, PC)(double-channel)
Speed 0-100RPM
Speed control (1)BCD speed switch:15 positions

(2)External operation, linear relation between analogue signal
and speed

Direction control Flow direction , both clockwise and counterclockwise available
External operation
(single choice)

Analogue control : The pump speed, direction and start/stop can
be controlled through an analogue signal input of
0-10KHz,0-5V,0-10V or 4-20mA.
Digital communication : Remote operation through RS485.

Tubing 13 14 19 16
Operating voltage DC 11.4-25.2V, recommended DC 24V; 50/60Hz
Operation condition 0-40℃, Relative humidity <80% non-condensing
Weight 800g

Dimension
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JZ15

Description

 Flow rates:0.16-513.77mL/min
 Step motor drive,high precision
 Variable speed control

Model
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 Installation plate: straight plate or L plate

Typical application

 Analytical instrument
 Food equipment
 Printer ink jet

Specifications

Acceptable pump head JZ15A(roller:2; material:PPS, PC)
JZ15B(roller:4; material:PPS, PC)

Speed 0-100RPM; 0-300RPM
Speed control (1)BCD speed switch:15 positions

(2)External operation, linear relation between analogue signal
and speed
(3)Speed control knob available

Direction control Flow direction , both clockwise and counterclockwise available
External operation
(single choice)

Analogue control : The pump speed, direction and start/stop can
be controlled through an analogue signal input of
0-10KHz,0-5V,0-10V or 4-20mA.
Digital communication : Remote operation through RS485.

Tubing 14 19 16 25 17
Operating voltage DC 11.4-25.2V, recommended DC 24V; 50/60Hz
Operation condition 0-40℃, Relative humidity <80% non-condensing
Weight 600g

Dimension
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Description

 Flow rates:0.03-513.77mL/min
 Step motor drive,high precision
 Variable speed control

Typical application

 Food equipment
 Lab
 Printer ink jet

Specifications

Acceptable pump head JZ15A(roller:2; material:PPS, PC)
JZ15B(roller:4; material:PPS, PC)

Speed 0-100RPM; 0-300RPM
Speed control (1)BCD speed switch:15 positions

(2)External operation, linear relation between analogue signal
and speed
(3)Speed control knob available

Direction control Flow direction , both clockwise and counterclockwise available
External operation
(single choice)

Analogue control : The pump speed, direction and start/stop can
be controlled through an analogue signal input of

Model
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0-10KHz,0-5V,0-10V or 4-20mA.
Digital communication : Remote operation through RS485.

Tubing 14 19 16 25 17
Operating voltage DC 11.4-25.2V, recommended DC 24V; 50/60Hz
Operation condition 0-40℃, Relative humidity <80% non-condensing
Weight 850g

Dimension

TH15

Model
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Description

 Flow rates:≤178.1mL/min
 AC gear motor
 Fixed speed
 Plate available:304SS, with or without switch

Typical application

 Fermentation equipment
 Analytical instrument

Specifications

Acceptable pump head TH15A , TH15B
Speed Fixed speed, customization
Direction control Flow direction , both clockwise and counterclockwise available
Tubing 13 14 19 16 25
Operating voltage AC 220V
Operation condition 0-40℃, Relative humidity <80% non-condensing
Weight 700g

Dimension
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Description

 Flow rates:0.06-178.1mL/min
 Step motor drive
 Variable speed control
 Plate available:304SS, with or without switch

Typical application

 Fermentation equipment
 Analytical instrument

Specifications

Acceptable pump head TH15A(roller:2; material:PPS, PC)
TH15B(roller:4; material:PPS, PC)

Speed 0-100RPM
Speed control (1)BCD speed switch:15 positions

(2)External operation, linear relation between analogue signal
and speed

Model
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Direction control Flow direction , both clockwise and counterclockwise available
External operation
(single choice)

Analogue control : The pump speed, direction and start/stop can
be controlled through an analogue signal input of
0-10KHz,0-5V,0-10V or 4-20mA.
Digital communication : Remote operation through RS485.

Tubing 13 14 19 16 25
Operating voltage DC 11.4-25.2V, recommended DC 24V; 50/60Hz
Operation condition 0-40℃, Relative humidity <80% non-condensing
Weight 900g

Dimension

YZ(easy load)

Model
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Description

 Flow rates:0.07-460mL/min
 Step motor drive,high precision 1%
 Variable speed control
 Compact
 Tubing load quick and easy

Typical application

 Medical equipment
 Analytical instrument

Specifications

Acceptable pump head YZ15A(roller:3; material:PSF, 304SS; color:white)
YZ15B(roller:3; material:PPS, 304SS; color:black)
YZ25A(roller:3; material:PSF, 304SS; color:white)
YZ25B(roller:3; material:PPS, 304SS; color:black)

Speed 0-100RPM
Speed control (1)BCD speed switch:15 positions

(2)External operation, linear relation between analogue signal
and speed

Direction control Flow direction , both clockwise and counterclockwise available
External operation
(single choice)

Analogue control : The pump speed, direction and start/stop can
be controlled through an analogue signal input of
0-10KHz,0-5V,0-10V or 4-20mA.
Digital communication : Remote operation through RS485.

Tubing 13 14 19 16 25 17 18 (for YZ15);15 24(for YZ25)
Operating voltage DC 11.4-25.2V, recommended DC 24V; 50/60Hz
Operation condition 0-40℃, Relative humidity <80% non-condensing
Weight 1500g

Dimension
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Mid Flow Rates OEM 0.07-5000mL/min

Description

 Flow rates:0.07-2400mL/min
 Step motor drive,high precision 1%
 Variable speed control
 Compact
 Tubing load quick and easy

Typical application

 Medical equipment
 Analytical instrument

Specifications

Acceptable pump head YZ15A(roller:3; material:PSF, 304SS; color:white)
YZ15B(roller:3; material:PPS, 304SS; color:black)
YZ25A(roller:3; material:PSF, 304SS; color:white)
YZ25B(roller:3; material:PPS, 304SS; color:black)
BZ15(25)

Speed 0-100RPM, 0-300RPM, 0-600RPM

Model
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Speed control (1)BCD speed switch:15 positions
(2)External operation, linear relation between analogue signal
and speed

Direction control Flow direction , both clockwise and counterclockwise available
External operation
(single choice)

Analogue control : The pump speed, direction and start/stop can
be controlled through an analogue signal input of
0-10KHz,0-5V,0-10V or 4-20mA.
Digital communication : Remote operation through RS485.

Tubing 13 14 19 16 25 17 18 (for YZ15);15 24(for YZ25)
Operating voltage DC 11.4-25.2V, recommended DC 24V; 50/60Hz
Operation condition 0-40℃, Relative humidity <80% non-condensing
Weight 2000g

Dimension
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BZ(standard)

Description

 Flow rates:≤2400mL/min
 DC motor drive
 Fixed speed

Typical application

 Coffee machine, juice machine
 Analytical instrument

Specifications

Acceptable pump head YZ15A/B , YZ25A/B, BZ15-14, BZ15-16, BZ25A
Speed ≤600 RPM, fixed speed, customization
Direction control Flow direction , both clockwise and counterclockwise available
Tubing 13 14 19 16 25 17 18 (for YZ15);15 24(for YZ25)
Operating voltage DC 12V or DC 24V
Operation condition 0-40℃, Relative humidity <80% non-condensing
Weight 1700g

Dimension

Model
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Model
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Description

 Flow rates:≤1993mL/min
 AC Gear motor drive
 Fixed speed

Typical application

 Coffee machine, juice machine
 Dosing machine

Specifications

Acceptable pump head YZ15A/B , YZ25A/B, BZ15-14, BZ15-16, BZ25A
Speed ≤500 RPM, fixed speed
Direction control Flow direction , both clockwise and counterclockwise available
Tubing 13 14 19 16 25 17 18 (for YZ15);15 24(for YZ25)
Operating voltage AC 220V
Operation condition 0-40℃, Relative humidity <80% non-condensing
Weight 1700g

Dimension
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Description

 Flow rates:≤1812mL/min
 AC Gear motor drive
 Variable speed knob control

Typical application

 Coffee machine, juice machine
 Dosing machine

Specifications

Acceptable pump head YZ15A/B , YZ25A/B, BZ15-14, BZ15-16, BZ25A
Speed ≤450 RPM

Model
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Direction control Flow direction , both clockwise and counterclockwise available
Tubing 13 14 19 16 25 17 18 (for YZ15);15 24(for YZ25)
Operating voltage AC 220V
Operation condition 0-40℃, Relative humidity <80% non-condensing
Weight 1700g

Dimension

KZ(quick load)

Description

 Flow rates:≤6L/min

Model
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 DC motor drive
 Fixed speed

Typical application

 Chemical industry

Specifications

Acceptable pump head KZ25A(roller:3; material:PPS)
Speed ≤600 RPM, fixed speed, customization
Direction control Flow direction , both clockwise and counterclockwise available
Tubing 15 24 35 36
Operating voltage DC 12V/2A or DC 24V
Operation condition 0-40℃, Relative humidity <80% non-condensing
Weight 2700g

Dimension
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Description

 Flow rates:≤3960mL/min
 AC gear motor drive
 Variable speed knob control

Typical application

 Chemical industry

Specifications

Acceptable pump head KZ25A(roller:3; material:PPS)
Speed ≤4500 RPM
Direction control Flow direction , both clockwise and counterclockwise available
Tubing 15 24 35 36
Operating voltage AC 220V
Operation condition 0-40℃, Relative humidity <80% non-condensing
Weight 3000g

Dimension

Model
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High Flow Rates OEM ≤12L/min

YZ35

Description

 Flow rates:≤12000mL/min
 DC motor drive
 Fixed speed

Typical application

 Chemical industry

Specifications

Acceptable pump head YZ35B(roller:3; material:PPS)
Speed ≤650 RPM
Tubing 73 82
Operating voltage DC 24V
Operation condition 0-40℃, Relative humidity <80% non-condensing

Model
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Weight 8770g

Dimension
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