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I. Variable Speed Type of
Peristaltic Pump

1. Micro flow rate (Flow range 0.001-500mL/min)

iPump1X,3X

Introduction

 Flow rate 0.03 to 513.77 mL/min (depends on drive rpm and tubing size)
 Stepper motor drive,128 times segmentation,precision,low vibration,ultra quiet
 Variable-Speed control
 Splash-resistant, 304 stainless steel housing
 Type of Pump heads accepted:TH10 (springy-load) and JZ15(simple-load)
 Compact size,convenient mounting holes at the bottom more convenient to install

Application

Ideal for water treatment,sample preparation,biopharm applications.

Specifications

Product Type iPump1X IPump3X

Speed 1-100rpm 1-300rpm

Operation Speed control knob

Max button function “Max” key for rapid priming.Max button runs pump at 100% of
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maximum rpm-use to prime or to rapidly flush tubing

Power fall memory
function

Maintain speed setting in power down

Power <25W

Operating
Voltage/Frequency

AC90-260V,50Hz/60Hz

Operation Temperature 0 to 40℃,Relative humidity<80% non-condensing

Dimension(L×W×H) 114mm×130mm×112mm

Drive weight 1.3KG

Ingress rating IP31

Parameters

Drive Pump head
Number
of rollers

Channe
l

Tubing Size
(ID×Wall
Thickness)

Speed
(RPM)

Flow rate(mL/
min)

iPump1X

TH10A 4 1

1×1

≤100

≤6.28

2×1 ≤20.12

3×1 ≤37.47

TH10B 8 1

1×1

≤100

≤4.22

2×1 ≤13.04

3×1 ≤21.41

JZ15A 2 1

14#

≤100

≤16.45

19# ≤35.87

16# ≤62.86

25# ≤108.49

17# ≤164.13

JZ15B 4 1

14#

≤100

≤11.70

19# ≤25.75

16# ≤40.18

25# ≤62.75

17# ≤98.37

iPump3X JZ15A 2 1

14#

≤300

≤49.59

19# ≤108.56

16# ≤194.87

25# ≤340.68

17# ≤513.77
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TH10

JZ15B 4 1

14#

≤300

≤34.88

19# ≤77.04

16# ≤121.88

25# ≤192.39

17# ≤253.09

Acceptable pump head

iPump1Q,3Q

Introduction

 Flow rate 0.03 to 513.77 mL/min (depends on drive rpm and tubing size)
 Stepper motor drive,128 times segmentation,precision,low vibration,ultra quiet
 Three digit LED display shows motor rpm—confirm speed setting at a glance
 LED indicators confirm motor direction
 Pump direction reversible (CW/CCW)
 Membrane keypad for easy-to-use control of speed, direction, and start/stop
 Type of Pump heads accepted:TH10 (springy-load) and JZ15 (simple-load)
 Panel mount

JZ15A/B
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Application

Ideal for laboratory,sample,biochemistry,filling,chemical industry applications.

Specifications

Product Type iPump1Q iPump3Q

Speed 0.1-100rpm 0.1-300rpm

Speed resolution 0.1-100rpm in 0.1 rpm increments;in 1rpm increments(≥100RPM)

Display Three digit LED display shows motor rpm,timing

Direction control Both clockwise and counterclockwise available

Timing control Timing control range is 0.1s to 99hrs

Operation
Membrane keypad for easy-to-use control of speed, direction, and
start/stop

Max button function
“Max” key for rapid priming.Max button runs pump at 100% of
maximum rpm-use to prime or to rapidly flush tubing

Power fall memory
function

Maintain speed setting in power down

Analogue control
The pump speed,direction and start/stop can be controlled through an
analogue signal input of 0-10KHz,0-5V,0-10V or 4-20mA.

Digital communication Remote operation through RS485

Foot switch Momentary start/stop

Power <25W

Operating
Voltage/Frequency

AC90-260V,50Hz/60Hz

Operation condition 0-40℃,Relative humidity<80% non-condensing

Dimension(L×W×H) 186mm×110mm×143mm

Drive weight 1.3KG

Ingress rating IP31

Parameters

Drive Pump head
Number
of rollers

Channel
Tubing

Size(ID×Wall
Speed
(RPM)

Flow rate(mL/
min)
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Thickness)

iPump1Q

TH10A 4 1

1×1

0.1-100

0.0059-6.28

2×1 0.020-20.12

3×1 0.038-37.47

TH10B 8 1

1×1

0.1-100

0.0044-4.22

2×1 0.014-13.04

3×1 0.023-21.41

JZ15A 2 1

14#

0.1-100

0.016-16.45

19# 0.035-35.87

16# 0.062-62.86

25# 0.10-108.49

17# 0.14-164.13

JZ15B 4 1

14#

0.1-100

0.011-11.70

19# 0.026-25.75

16# 0.040-40.18

25# 0.063-62.75

17# 0.075-98.37

iPump3Q

JZ15A 2 1

14#

0.1-300

0.016-49.59

19# 0.035-108.56

16# 0.062-194.87

25# 0.10-340.68

17# 0.14-513.77

JZ15B 4 1

14#

0.1-300

0.011-34.88

19# 0.026-77.04

16# 0.040-121.88

25# 0.063-192.39

17# 0.075-253.09
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Acceptable pump head

TH10 JZ15A/B
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2. Mid flow rate (Flow range 0.0001-2416mL/min)

iPump2S

Introduction

 Flow rate 0.0001 to 825 mL/min (depends on drive rpm and tubing size)
 Three digit LED display shows motor rpm—confirm speed setting at a glance
 Stepper motor drive,128 times segmentation,precision,low vibration,ultra quiet
 Type of pump heads accepted:DG(multi-channel),YZ(easy-load) and
BZ(standard).

 Exquisite industrial design
 Particular timing function,convenient operation by fixed time,dosing

Application

Ideal for laboratory and research,sample
preparation,biopharm,filling,manufacturing,chemical applications.

Specifications

Product Type iPump2S

Speed 0.1-200RPM

Speed resolution 0.1-100rpm in 0.1 rpm increments;in 1rpm increments(≥100RPM)

Display Three digit LED display shows motor rpm,timing

Direction control Both clockwise and counterclockwise available

Timing control Timing control range is 0.1s to 99hrs
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Operation
Membrane keypad for easy-to-use control of speed, direction, and
start/stop

Max button function
“Max” key for rapid priming.Max button runs pump at 100% of
maximum rpm-use to prime or to rapidly flush tubing

Power fall memory
function

Maintain speed setting in power down

Analogue control
The pump speed,direction and start/stop can be controlled through an
analogue signal input of 0-10KHz,0-5V,0-10V or 4-20mA.

Digital communication Remote operation through RS485

Noise control Intelligent temperature controller to minimize the noise

Foot switch Momentary start/stop

Power <35W

Operating
Voltage/Frequency

AC90-260V,50Hz/60Hz

Operation condition 0-40℃,Relative humidity<80% non-condensing

Dimension(L×W×H) 225mm×143mm×148mm(not include pump head)

Weight(Drive only) 2.2KG

Ingress rating IP31

Parameters

Drive Pump head
Number

of
rollers

Channel
Tubing Size
(ID×Wall
Thickness)

Speed
(RPM)

Flow rate(mL/m
in)

iPump2S

DG-1(2,4,6)A 6 1,2,4,6

1×1

0.1-200

0.007-13.45

2×1 0.02-40.6

3×1 0.04-75.12

DG-1(2,4,6)B 10 1,2,4,6

1×1

0.1-200

0.006-11.96

2×1 0.017-33.19

3×1 0.028-54.65

YZ15A YZ1
5B

3 1

13#

0.1-200

0.008-15.45

14# 0.027-58.87

19# 0.052-110.7

16# 0.086-180.4

25# 0.18-366.6

17# 0.32-615.0

18# 0.41-825.0

YZ25A YZ2
5B

3 1
15#

0.1-200
0.17-345.0

24# 0.29-700.0
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BZ15-14

3 1

14#

0.1-200

0.023-48.5

BZ15-16 16# 0.079-158.5

BZ25A 24# 0.25-548.4

Acceptable pump head

iPump2S-D

Introduction

 Flow rate 0.0001 to 1970 mL/min (depends on drive rpm and tubing size)
 Three digit LED display shows motor rpm—confirm speed setting at a glance
 Particular timing function,convenient operation by fixed time,dosing
 Powerful motor let you stack 2 or 4 pump heads for increased flow rates and for
multi-channel applications

 Type of Pump heads accepted:DG(multi-channel),YZ(easy-load) and
BZ(standard)

 Splash-resistant,304 stainless steel housing
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Application

Ideal for laboratory and research,pharmaceutical and
biotech,manufacturing,chemical process applications.

Specifications

Product Type iPump2S-D

Speed 0.1-200RPM

Speed resolution 0.1-100rpm in 0.1 rpm increments;in 1rpm increments(≥100RPM)

Display Three digit LED display shows motor rpm,timing

Direction control Both clockwise and counterclockwise available

Timing control Timing control range is 0.1s to 99hrs

Operation
Membrane keypad for easy-to-use control of speed, direction, and
start/stop

Max button function
“Max” key for rapid priming.Max button runs pump at 100% of
maximum rpm-use to prime or to rapidly flush tubing

Power fall memory
function

Maintain speed setting in power down

Analogue control
The pump speed,direction and start/stop can be controlled through an
analogue signal input of 0-10KHz,0-5V,0-10V or 4-20mA.

Digital communication Remote operation through RS485

Noise reduction Intelligent temperature controller to minimize the noise

Foot switch Momentary start/stop

Power <50W

Operating
Voltage/Frequency

AC90-260V,50Hz/60Hz

Operation condition 0-40℃,Relative humidity<80% non-condensing

Dimension(L×W×H) 217mm×147mm×227mm(not include pump head)

Weight(Drive only) 2.2KG

Ingress rating IP31

Parameters

Drive Pump head
Numbe
r of

rollers

Channe
l

Tubing Size
(ID×Wall
Thickness)

Speed
(RPM)

Flow rate(mL/
min)
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iPump2S-
D

DG-1(2,4,6,8,12,2
4)A

6
1,2,4,6,
8,12,24

1×1

0.1-200

0.007-13.45

2×1 0.02-40.6

3×1 0.04-75.12

DG-1(2,4,6)B 10 1,2,4,6

1×1

0.1-200

0.006-11.96

2×1 0.017-33.19

3×1 0.028-54.65

YZ15A YZ15B 3 1,2

13#

0.1-200

0.008-15.45

14# 0.027-58.87

19# 0.052-110.7

16# 0.086-180.4

25# 0.18-366.6

17# 0.32-615.0

18# 0.41-825.0

YZ25A YZ25B 3 1,2
15#

0.1-200
0.17-345.0

24# 0.29-700.0

BZ15-14

3 1,2

14#

0.1-200

0.023-48.5

BZ15-16 16# 0.079-158.5

BZ25A 24# 0.25-548.4

Acceptable pump head

iPump4S,6S
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Introduction

 Flow rate 0.007to 2416 mL/min (depends on drive rpm and tubing size)
 Three digit LED display shows motor rpm—confirm speed setting at a glance
 Particular timing function,convenient operation by fixed time,dosing
 Stepper motor drive,128 times segmentation,precision,low vibration,ultra quiet
 Type of Pump heads accepted:YZ(easy-load) and BZ(standard)

Application

Ideal for laboratory,sample preparation,biopharm,pharmaceutical,chemical
applications.

Specifications

Product Type iPump4S iPump6S

Speed 0.1-400RPM 0.1-600RPM

Speed resolution 0.1-100rpm in 0.1 rpm increments;in 1rpm increments(≥100RPM)

Display Three digit LED display shows motor rpm,timing

Direction control Both clockwise and counterclockwise available

Timing control Timing control range is 0.1s to 99hrs

Operation Speed control knob

Max button function
“Max” key for rapid priming.Max button runs pump at 100% of
maximum rpm-use to prime or to rapidly flush tubing

Power fall memory
function

Maintain speed setting in power down

Analogue control
The pump speed,direction and start/stop can be controlled through an
analogue signal input of 0-10KHz,0-5V,0-10V or 4-20mA.
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Digital communication Remote operation through RS485

Noise control Intelligent temperature controller to minimize the noise

Foot switch Momentary start/stop

Power <50W <75W

Operating
Voltage/Frequency

AC90-260V,50Hz/60Hz

Operation condition 0-40℃,Relative humidity<80% non-condensing

Dimension(L×W×H) 292mm×208mm×180mm(not include pump head)

Weight(Drive only) 3.6KG

Ingress rating IP31

Parameters

Drive Pump head
Number

of
rollers

Channel Tubing Size
Speed
(RPM)

Flow rate
(mL/min)

iPump4S

YZ15A YZ15B 3 1,2

13#

0.1-400

0.008-30.98

14# 0.027-117.6

19# 0.052-218.3

16# 0.086-364.9

25# 0.18-763.3

17# 0.32-1360

18# 0.41-1710

YZ25A YZ25B 3 1,2
15#

0.1-400
0.17-695.0

24# 0.29-1223.3

BZ15-14

3 1,2

14#

0.1-400

0.027-117.6

BZ15-16 16# 0.086-364.9

BZ25A 24# 0.29-1223.3

iPump6S

YZ15A YZ15B 3 1,2

13#

0.1-600

0.008-46.10

14# 0.027-178.1

19# 0.052-336.9

16# 0.086-556.2

25# 0.18-1176.6

17# 0.32-2111.6

18# 0.41-2416

YZ25A YZ25B 3 1,2
15# 0.1-600 0.17-1066.6

24# 0.29-1856
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BZ15-14

3 1,2

14#

0.1-600

0.023-150

BZ15-16 16# 0.079-489.9

BZ25A 24# 0.25-1630

Acceptable pump head

iPump2S-B,4S-B,6S-B

Introduction

 Flow rate 0.0001to 2416 mL/min (depends on drive rpm and tubing size)
 Three digit LED display shows motor rpm—confirm speed setting at a glance
 Particular timing function,convenient operation by fixed time,dosing
 Stepper motor drive,128 times segmentation,precision,low vibration,ultra quiet
 Type of Pump heads accepted:DG(multi-channel),YZ(easy-load) and
BZ(standard)

 Splash-resistant, 304 stainless steel housing

Application

Ideal for pharmaceutical and biotech,manufacturing,chemical process
applications.
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Specifications

Product Type IPump2S-B iPump4S-B iPump6S-B
Speed 0.1-200RPM 0.1-400RPM 0.1-600RPM
Speed resolution 0.1-100rpm in 0.1 rpm increments;in 1rpm increments(≥100RPM)
Display Three digit LED display shows motor rpm,timing
Direction control Both clockwise and counterclockwise available
Timing control Timing control range is 0.1s to 99hrs

Operation
Membrane keypad for easy-to-use control of speed, direction, and
start/stop

Max button function
“Max” key for rapid priming.Max button runs pump at 100% of
maximum rpm-use to prime or to rapidly flush tubing

Power fall memory
function

Maintain speed setting in power down

Analogue control
The pump speed,direction and start/stop can be controlled through
an analogue signal input of 0-10KHz,0-5V,0-10V or 4-20mA.

Digital communication Remote operation through RS485

Noise reduction Intelligent temperature controller to minimize the noise
Foot switch Momentary start/stop
Power <35W <50W <75W
Operating
Voltage/Frequency

AC90-260V,50Hz/60Hz

Operation condition 0-40℃,Relative humidity<80% non-condensing
Dimension(L×W×H) 203mm×147mm×227mm(not include pump head)
Weight(Drive only) 3.3KG
Ingress rating IP31

Parameters

Drive Pump head
Number
of rollers

Channe
l

Tubing
Size

(ID×Wall
Thicknes

s)

Speed
(RPM)

Flow rate
(mL/min)

iPump2S
-B

DG-1(2,4,6)A 6 1,2,4,6
1×1

0.1-200
0.007-13.45

2×1 0.02-40.60
3×1 0.04-75.12

DG-1(2,4,6)B 10 1,2,4,6 1×1 0.1-200 0.006-11.96
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2×1 0.017-33.19

3×1 0.028-54.65

YZ15A YZ15
B

3 1,2

13#

0.1-200

0.008-15.45
14# 0.027-58.87

19# 0.052-110.7

16# 0.086-180.4

25# 0.18-366.6

17# 0.32-615.0

18# 0.41-825.0

YZ25A YZ25
B

3 1,2
15#

0.1-200
0.17-345.0

24# 0.29-700.0

BZ15-14

3 1,2

14#

0.1-200

0.023-48.5

BZ15-16 16# 0.079-158.5

BZ25A 24# 0.25-548.4

iPump4S
-B

YZ15A YZ15
B

3 1,2

13#

0.1-400

0.008-30.98

14# 0.027-117.6

19# 0.052-218.3

16# 0.086-364.9

25# 0.18-763.3

17# 0.32-1360

18# 0.41-1710

YZ25A YZ25
B

3 1,2
15#

0.1-400
0.17-695.0

24# 0.29-1223.3

BZ15-14

3 1,2

14#

0.1-400

0.023-96.8

BZ15-16 16# 0.079-330.9

BZ25A 24# 0.25-1117

iPump6S
-B

YZ15A YZ15
B

3 1,2

13#

0.1-600

0.008-46.10

14# 0.027-178.1

19# 0.052-336.9

16# 0.086-556.2

25# 0.18-1176.6

17# 0.32-2111.6

18# 0.41-2416

YZ25A YZ25
B

3 1,2
15#

0.1-600
0.17-1066.6

24# 0.29-1856

BZ15-14

3 1,2

14#

0.1-600

0.023-150

BZ15-16 16# 0.079-489.9

BZ25A 24# 0.25-1630
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Acceptable pump head

iPump2S-M,4S-M,6S-M

Introduction

 Flow rate 0.0001to 2416 mL/min (depends on drive rpm and tubing size)
 Three digit LED display shows motor rpm—confirm speed setting at a glance
 Particular timing function,convenient operation by fixed time,dosing
 Stepper motor drive,128 times segmentation,precision,low vibration,ultra quiet
 Type of Pump heads accepted:DG(multi-channel),YZ(easy-load)and BZ(standard)
 IP54-rated 304 stainless steel enclosure protects against moisture, chemicals,
and dust
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Application

Ideal for pharmaceutical and biotech,manufacturing,chemical process
applications.

Specifications

Product Type IPump2S-M iPump4S-M iPump6S-M

Speed 0.1-200RPM 0.1-400RPM 0.1-600RPM

Speed resolution 0.1-100rpm in 0.1 rpm increments;in 1rpm increments(≥100RPM)

Display Three digit LED display shows motor rpm,timing

Direction control Both clockwise and counterclockwise available

Timing control Timing control range is 0.1s to 99hrs

Operation
Membrane keypad for easy-to-use control of speed, direction, and
start/stop

Max button function
“Max” key for rapid priming.Max button runs pump at 100% of
maximum rpm-use to prime or to rapidly flush tubing

Power fall memory
function

Maintain speed setting in power down

Analogue control
The pump speed,direction and start/stop can be controlled through an
analogue signal input of 0-10KHz,0-5V,0-10V or 4-20mA.

Digital communication Remote operation through RS485

Noise reduction Intelligent temperature controller to minimize the noise

Foot switch Momentary start/stop

Power <35W <50W <75W

Operating
Voltage/Frequency

AC90-260V,50Hz/60Hz

Operation condition 0-40℃,Relative humidity<80% non-condensing

Dimension(L×W×H) 218mm×149mm×227mm(not include pump head)

Weight(Drive only) 2.9KG

Ingress rating IP54

Parameters

Drive Pump head
Numbe
r of

rollers

Chann
el

Tubing Size
(ID×Wall
Thickness)

Speed
(RPM)

Flow rate
(mL/min)

iPump2S- DG-1(2,4,6) 6 1,2,4,6 1×1 0.1-20 0.007-13.45
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M A 02×1 0.02-40.60

3×1 0.04-75.12

DG-1(2,4,6)
B

10 1,2,4,6

1×1
0.1-20
0

0.006-11.96

2×1 0.017-33.19

3×1 0.028-54.65

YZ15A YZ
15B

3 1,2

13#

0.1-20
0

0.008-15.45

14# 0.027-58.87

19# 0.052-110.7

16# 0.086-180.4

25# 0.18-366.6

17# 0.32-615.0

18# 0.41-825.0

YZ25A YZ
25B

3 1,2
15# 0.1-20

0
0.17-345.0

24# 0.29-700.0

BZ15-14

3 1,2

14#
0.1-20
0

0.023-48.5

BZ15-16 16# 0.079-158.5

BZ25A 24# 0.25-548.4

iPump4S-
M

YZ15A YZ1
5B

3 1,2

13#

0.1-40
0

0.008-30.98

14# 0.027-117.6

19# 0.052-218.3

16# 0.086-364.9

25# 0.18-763.3

17# 0.32-1360

18# 0.41-1710

YZ25A YZ
25B

3 1,2
15# 0.1-40

0
0.17-695.0

24# 0.29-1223.3

BZ15-14

3 1,2

14#
0.1-40
0

0.023-96.8

BZ15-16 16# 0.079-330.9

BZ25A 24# 0.25-1117

iPump6S-
M

YZ15A YZ
15B

3 1,2

13#

0.1-60
0

0.008-46.10

14# 0.027-178.1

19# 0.052-336.9

16# 0.086-556.2

25# 0.18-1176.6

17# 0.32-2111.6

18# 0.41-2416

YZ25A YZ
25B

3 1,2
15# 0.1-60

0
0.17-1066.6

24# 0.29-1856
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BZ15-14

3 1,2

14#
0.1-60
0

0.023-150

BZ15-16 16# 0.079-489.9

BZ25A 24# 0.25-1630

Acceptable pump head

3. High flow rate (Flow range 3.12-6061mL/min)

iPump6S-W

Introduction

 Flow rate 3.12 to 6061 mL/min (depends on drive rpm and tubing size)
 Three digit LED display shows motor rpm—confirm speed setting at a glance
 Precision brushless motor drive,powerful,low maintenance,high reliability
 Variable-Speed control mode,volume control mode and timing control mode
 Type of Pump heads accepted:YZ(easy-load), BZ(standard) and KZ(rapid-load)
 Brushless drive supplies enough torque to mount up to 8 YZ pump heads

http://www.snfluid.com


Baoding Signal Fluid Technology Co.，Ltd

Jinxiu Street No.658,
National High-Tech Development Zone,
Baoding,China Tel: +86-312-8920861 Fax: +86-312-5880701 22

Application

Ideal for pharmaceutical and biotech,manufacturing,chemical process
applications.

Specifications

Product Type iPump6S-W

Speed 40-600RPM

Speed resolution 40-600rpm in 1rpm increments

Display Four digit LED display shows motor speed and flow

Direction control Both clockwise and counterclockwise available

Timing control Timing control range is 0.1s to 99hrs

Operation Speed control knob

Max button function
“Max” key for rapid priming.Max button runs pump at 100% of
maximum rpm-use to prime or to rapidly flush tubing

Power fall memory
function

Maintain speed setting in power down

Analogue control
The pump speed,direction and start/stop can be controlled through an
analogue signal input of 0-10KHz,0-5V,0-10V or 4-20mA.

Digital communication Remote operation through RS485

Noise reduction Intelligent temperature controller to minimize the noise

Foot switch Momentary start/stop

Power <200W

Operating
Voltage/Frequency

AC180-260V,50Hz

Operation condition 0-40℃,Relative humidity<80% non-condensing

Dimension(L×W×H) 292mm×208mm×180mm(not include pump head)

Weight(Drive only) 5.8KG

Ingress rating IP31

Parameters

Drive Pump head
Number

of
rollers

Channel
Tubing
Size

Speed
(RPM)

Flow rate
(mL/min)

IPump6S- YZ15A YZ 3 1,2,3,4,5,6,7,8 13# 40-600 3.12-46.10
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W 15B 14# 11.2-178.1

19# 21.33-336.9

16# 34.95-556.2

25# 72.77-1176.6

17# 129.51-2111.6

18# 165.33-2416

YZ25A YZ
25B

3 1,2,3,4,5,6,7,8
15#

40-600
69.45-1066.6

24# 115.34-1856

BZ15-14

3 1,2,3,4,5,6,7,8

14#

40-600

11.2-150

BZ15-16 16# 34.95-489.9

BZ25A 24# 115.34-1630

KZ25A 3 1,2,3,4

15#

40-600

115.0-1841

24# 190.0-3208

35# 283.3-4540

36# 388.3-6061

Acceptable pump head

YZ15A/B YZ25 A/B BZ15/25 KZ25A
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II. Flow-rate Type of
Peristaltic Pump

iPump2L,iPump4L,iPump6L

Introduction

 Flow rate 0.0001to 2416 mL/min (depends on drive rpm and tubing size)
 Particular timing function,convenient operation by fixed time,dosing
 Type of pump heads accepted:DG(multi-channel),YZ(easy-load) and
BZ(standard)

 Graphical LCD display show flow rate,pump speed.Flow rate calibration function
 High flow rate accuracy is ±0.5%

Application

Ideal for laboratory, pharmaceutical equipment applications.

Specifications

Product Type iPump2L iPump4L iPump6L

Speed 0.01-200RPM 0.01-400RPM 0.01-600RPM

Speed resolution
0.01-10rpm in 0.01 rpm increments;in 0.1rpm increments(<100);in
1rpm increments(≥100RPM)

Display Graphical LCD displays show flow rate and speed

Direction control Both clockwise and counterclockwise available
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Timing control Timing control range is 0.1s to 99hrs

Operation Membrane keypad and speed control knob

Max button function
“Max” key for rapid priming.Max button runs pump at 100% of
maximum rpm-use to prime or to rapidly flush tubing

Power fall memory
function

Maintain speed setting in power down

Flow rate calibration fu
nction

Automatically calibrate flow rate

Analogue control
The pump speed,direction and start/stop can be controlled through an
analogue signal input of 0-10KHz,0-5V,0-10V or 4-20mA.

Digital communication Remote operation through RS485

Output function Stop/start,output direction,output frequency 0-10KHz,OC output

Noise reduction Intelligent temperature controller to minimize the noise

Foot switch Momentary start/stop

Power <35W <50W <75W

Operating
Voltage/Frequency

AC90-260V,50Hz/60Hz

Operation condition 0-40℃,Relative humidity<80% non-condensing

Dimension(L×W×H) 292mm×208mm×180mm(not include pump head)

Weight(Drive only) 3.8KG

Ingress rating IP31

Parameters

Drive Pump head
Number of
rollers

Channe
l

Tubing Size
(ID×Wall
Thickness)

Speed
(RPM)

Flow rate
(mL/min)

iPump2L

DG-1(2,4,6)A 6 1,2,4,6

1×1

0.1-200

0.007-13.45

2×1 0.02-40.60

3×1 0.04-75.12

DG-1(2,4,6)B 10 1,2,4,6

1×1

0.1-200

0.006-11.96

2×1 0.017-33.19

3×1 0.028-54.65

YZ15A YZ15
B

3 1,2

13#

0.1-200

0.008-15.45

14# 0.027-58.87

19# 0.052-110.7

16# 0.086-180.4

25# 0.18-366.6
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17# 0.32-615.0

18# 0.41-825.0

YZ25A YZ25
B

3 1,2
15#

0.1-200
0.17-345.0

24# 0.29-700.0

BZ15-14

3 1,2

14#

0.1-200

0.023-48.5

BZ15-16 16# 0.079-158.5

BZ25A 24# 0.25-548.4

iPump4L

YZ15A YZ15
B

3 1,2

13#

0.1-400

0.008-30.98

14# 0.027-117.6

19# 0.052-218.3

16# 0.086-364.9

25# 0.18-763.3

17# 0.32-1360

18# 0.41-1710

YZ25A YZ25
B

3 1,2
15#

0.1-400
0.17-695.0

24# 0.29-1223.3

BZ15-14

3 1,2

14#

0.1-400

0.023-96.8

BZ15-16 16# 0.079-330.9

BZ25A 24# 0.25-1117

iPump6L

YZ15A YZ15
B

3 1,2

13#

0.1-600

0.008-46.10

14# 0.027-178.1

19# 0.052-336.9

16# 0.086-556.2

25# 0.18-1176.6

17# 0.32-2111.6

18# 0.41-2416

YZ25A YZ25
B

3 1,2
15#

0.1-600
0.17-1066.6

24# 0.29-1856

BZ15-14

3 1,2

14#

0.1-600

0.023-150

BZ15-16 16# 0.079-489.9

BZ25A 24# 0.25-1630
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Acceptable pump head

iPump2L-D

Introduction

 Flow rate 0.0001 to 1970 mL/min (depends on drive rpm and tubing size)
 Particular timing function,convenient operation by fixed time,dosing
 Powerful motor let you stack 2 or 4 pump heads for increased flow rates and for
multi-channel applications

 Type of Pump heads accepted:DG(multi-channel),YZ(easy-load) and
BZ(standard)

 Graphical LCD display shows flow rate,pump speed.
 Flow rate calibration function
 Splash-resistant,304 stainless steel housing

Application

Ideal for laboratory, pharmaceutical equipment applications.
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Specifications

Product Type iPump2L-D

Speed 0.01-200RPM

Speed resolution
0.01-10rpm in 0.01 rpm increments;in 0.1rpm increments(<100);in
1rpm increments(≥100RPM)

Display 128×32 graphical LCD displays show flow rate and speed

Direction control Both clockwise and counterclockwise available

Timing control Timing control range is 0.1s to 99hrs

Operation Membrane keypad and speed control knob

Max button function
“Max” key for rapid priming.Max button runs pump at 100% of
maximum rpm-use to prime or to rapidly flush tubing

Power fall memory
function

Maintain speed setting in power down

Flow rate calibration fu
nction

Automatically calibrate flow rate

Analogue control
The pump speed,direction and start/stop can be controlled through an
analogue signal input of 0-10KHz,0-5V,0-10V or 4-20mA

Digital communication Remote operation through RS485

Output function Stop/start,output direction,output frequency 0-10KHz,OC output

Noise reduction Intelligent temperature controller to minimize the noise

Foot switch Momentary start/stop

Power 75W

Operating
Voltage/Frequency

AC90-260V,50Hz/60Hz

Operation condition 0-40℃,Relative humidity<80% non-condensing

Dimension(L×W×H) 217mm×147mm×227mm(not include pump head)

Weight(Drive only) 3.8KG

Ingress rating IP31

Parameters

Drive Pump head
Number

of
rollers

Channe
l

Tubing Size
(ID×Wall
Thickness)

Speed
(RPM
)

Flow rate
(mL/min)

iPump2L
-D

DG-1(2,4,6)A 6 1,2,4,6
1×1

0.1-20
0

0.007-13.45
2×1 0.02-40.60
3×1 0.04-75.12

DG-1(2,4,6)B 10 1,2,4,6 1×1 0.1-20 0.006-11.96

http://www.snfluid.com


Baoding Signal Fluid Technology Co.，Ltd

Jinxiu Street No.658,
National High-Tech Development Zone,
Baoding,China Tel: +86-312-8920861 Fax: +86-312-5880701 29

02×1 0.017-33.19

3×1 0.028-54.65

YZ15A YZ1
5B

3 1,2,3,4

13#

0.1-20
0

0.008-15.45
14# 0.027-58.87

19# 0.052-110.7

16# 0.086-180.4

25# 0.18-366.6

17# 0.32-615.0

18# 0.41-825.0

YZ25A YZ2
5B

3 1,2,3,4
15# 0.1-20

0
0.17-345.0

24# 0.29-700.0

BZ15-14

3 1,2,3,4

14#
0.1-20
0

0.023-48.5

BZ15-16 16# 0.079-158.5

BZ25A 24# 0.25-548.4

KZ25A 3 1,2

15#

0.1-20
0

0.028-590.0

24# 0.05-970.2

15# 0.07-1425

24# 0.10-1970

Acceptable pump head

iPump 2L-B, iPump4L-B, iPump6L-B

KZ25
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Introduction

 Flow rate 0.0001to 2416 mL/min (depends on drive rpm and tubing size)
 Particular timing function,convenient operation by fixed time,dosing
 Type of Pump heads accepted:DG(multi-channel),YZ(easy-load) and
BZ(standard)

 Graphical LCD display show flow rate,pump speed.
 Flow rate calibration function
 High flow rate accuracy is ±0.5%
 Splash-resistant,304 stainless steel housing

Application

Ideal for laboratory, pharmaceutical equipment applications.

Specifications

Product Type iPump2L-B iPump4L-B iPump6L-B
Speed 0.01-200RPM 0.01-400RPM 0.01-600RPM

Speed resolution
0.01-10rpm in 0.01 rpm increments;in 0.1rpm increments(<100);in
1rpm increments(≥100RPM)

Display 128×64 graphical LCD displays show flow rate and speed
Direction control Both clockwise and counterclockwise available
Timing control Timing control range is 0.1s to 99hrs
Operation Membrane keypad and speed control knob

Max button function
“Max” key for rapid priming.Max button runs pump at 100% of
maximum rpm-use to prime or to rapidly flush tubing

Power fall memory
function

Maintain speed setting in power down
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Flow rate calibration f
unction

Automatically calibrate flow rate

Analogue control
The pump speed,direction and start/stop can be controlled through
an analogue signal input of 0-10KHz,0-5V,0-10V or 4-20mA

Digital communication Remote operation through RS485
Output function Stop/start,output direction,output frequency 0-10KHz,OC output
Noise reduction Intelligent temperature controller to minimize the noise
Foot switch Momentary start/stop
Power <35W <50W <75W
Operating
Voltage/Frequency

AC90-260V,50Hz/60Hz

Operation condition 0-40℃,Relative humidity<80% non-condensing
Dimension(L×W×H) 203mm×147mm×227mm(not include pump head)
Weight(Drive only) 3.8KG
Ingress rating IP31

Parameters

Drive Pump head
Numbe
r of

rollers
Channel

Tubing
Size

Speed
(RPM)

Flow rate
(mL/min)

iPump2L-
B

DG-1(2,4,6)A 6 1,2,4,6,

1×1

0.1-200

0.007-13.45

2×1 0.02-40.6

3×1 0.04-75.12

DG-1(2,4,6)B 10 1,2,4,6

1×1

0.1-200

0.006-11.96

2×1 0.017-33.19

3×1 0.028-54.65

YZ15A YZ15
B

3 1,2

13#

0.01-200

0.0008-15.45

14# 0.0027-58.87

19# 0.0052-110.7

16# 0.0086-180.4

25# 0.018-366.6

17# 0.032-615.0

18# 0.041-825.0

YZ25A YZ25
B

3 1,2
15#

0.01-200
0.017-345.0

24# 0.029-700.0

BZ15-14

3 1,2

14#

0.01-200

0.0023-48.5

BZ15-16 16# 0.0079-158.5

BZ25A 24# 0.025-548.4
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iPump4L-
B

YZ15A YZ15
B

3 1,2

13#

0.1-400

0.008-30.98

14# 0.027-117.6

19# 0.052-218.3

16# 0.086-364.9

25# 0.18-763.3

17# 0.32-1360

18# 0.41-1710

YZ25A YZ25
B

3 1,2
15#

0.1-400
0.17-695.0

24# 0.29-1223.3

BZ15-14

3 1,2

14#

0.1-400

0.027-117.6

BZ15-16 16# 0.086-364.9

BZ25A 24# 0.29-1223.3

iPump6L-
B

YZ15A YZ15
B

3 1,2

13#

0.1-600

0.008-46.10

14# 0.027-178.1

19# 0.052-336.9

16# 0.086-556.2

25# 0.18-1176.6

17# 0.32-2111.6

18# 0.41-2416

YZ25A YZ25
B

3 1,2
15#

0.1-600
0.17-1066.6

24# 0.29-1856

BZ15-14

3 1,2

14#

0.1-600

0.023-150

BZ15-16 16# 0.079-489.9

BZ25A 24# 0.25-1630

Acceptable pump head
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III. Dispensing Type of
Peristaltic Pump

iPump2F, iPump4F, iPump6F

Introduction

 Flow rate 0.0001 to 2416 mL/min (depends on drive rpm and tubing size)
 Type of Pump heads accepted:DG(multi-channel),YZ(easy-load) and
BZ(standard)

 Two modes of operation:Time dispense mode and volume dispense mode
 Calibration by volume or metric
 Dispensing accurate to ±0.4%

Application

Ideal for laboratory,filling applications.

Specifications

Product Type iPump2F iPump4F iPump6F

Speed 0.01-200RPM 0.01-400RPM 0.01-600RPM

Speed resolution 0.01-100rpm in 0.1 rpm increments;in 1rpm increments(≥100RPM)

Display
Graphical LCD displays shows flow rate,speed,dispensing
volume,interval time,etc
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Dispensing volume 0.01 mL to 999 L

Copy dispense mode 1 to 9999dispense cycles(0 means unlimited cycle)

Time interval of on/off
cycles

0.1s to 24hr

Direction control Both clockwise and counterclockwise available

Timing control Timing control range is 1s to 99hrs

Operation Membrane keypad and speed control knob

Max button function
“Max” key for rapid priming.Max button runs pump at 100% of
maximum rpm-use to prime or to rapidly flush tubing

Power fall memory
function

Maintain speed setting in power down

Antidrip function Antidrip function ensures dispensing accuracy

Flow rate calibration fun
ction

Calibration by volume or metric

Analogue control
The pump speed,direction and start/stop can be controlled through an
analogue signal input of 0-10KHz,0-5V,0-10V or 4-20mA

Digital communication Digital network control using RS485

Output function Stop/start,output direction,output frequency 0-10KHz,OC output

Noise reduction Intelligent temperature controller to minimize the noise

Foot switch Momentary start/stop

Power <35W <50W <75W

Operating
Voltage/Frequency

AC90-260V,50Hz/60Hz

Operation condition 0-40℃,Relative humidity<80% non-condensing

Dimension(L×W×H) 292mm×208mm×180mm(not include pump head)

Weight(Drive only) 3.8KG

Ingress rating IP31

Parameters

Drive Pump head
Number of
rollers

Channe
l

Tubin
g Size

Speed
(RPM)

Flow rate
(mL/min)

iPump2F

DG-1(2,4,6)A 6 1,2,4,6

1×1

0.1-200

0.007-13.45

2×1 0.02-40.60

3×1 0.04-75.12

DG-1(2,4,6)B 10 1,2,4,6

1×1

0.1-200

0.006-11.96

2×1 0.017-33.19

3×1 0.028-54.65

YZ15A YZ15 3 1,2 13# 0.1-200 0.008-15.45
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B 14# 0.027-58.87

19# 0.052-110.7

16# 0.086-180.4

25# 0.18-366.6

17# 0.32-615.0

18# 0.41-825.0

YZ25A YZ25
B

3 1,2
15#

0.1-200
0.17-345.0

24# 0.29-700.0

BZ15-14

3 1,2

14#

0.1-200

0.023-48.5

BZ15-16 16# 0.079-158.5

BZ25A 24# 0.25-548.4

iPump4F

YZ15A YZ15
B

3 1,2

13#

0.1-400

0.008-30.98

14# 0.027-117.6

19# 0.052-218.3

16# 0.086-364.9

25# 0.18-763.3

17# 0.32-1360

18# 0.41-1710

YZ25A YZ25
B

3 1,2
15#

0.1-400
0.17-695.0

24# 0.29-1223.3

BZ15-14

3 1,2

14#

0.1-400

0.023-96.8

BZ15-16 16# 0.079-330.9

BZ25A 24# 0.25-1117

iPump6F

YZ15A YZ15
B

3 1,2

13#

0.1-600

0.008-46.10

14# 0.027-178.1

19# 0.052-336.9

16# 0.086-556.2

25# 0.18-1176.6

17# 0.32-2111.6

18# 0.41-2416

YZ25A YZ25
B

3 1,2
15#

0.1-600
0.17-1066.6

24# 0.29-1856

BZ15-14

3 1,2

14#

0.1-600

0.023-150

BZ15-16 16# 0.079-489.9

BZ25A 24# 0.25-1630
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Acceptable pump head
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IV. Industrial Type of
Peristaltic Pump

iPump 6S-G

Introduction

 Flow rate 0.46 to13L/min (depends on drive rpm and tubing size)
 Particular timing function,convenient operation by fixed time,dosing
 Precision Brushless motor drive,powerful,low maintenance,high reliability
 Variable-Speed control mode,volume control mode and timing control mode
 Splash-resistant,304 stainless steel housing

Application

Ideal for pharmaceutical and biotech,manufacturing,chemical process
applications.

Specifications

Product Type iPump6S-G

Speed 40-600RPM

Speed resolution 40-600rpm in 1rpm increments

Operation mode
Variable-Speed control mode,volume control mode and timing control
mode

Display Four digit LED display shows motor speed and flow

Direction control Both clockwise and counterclockwise available
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Timing control Timing control range is 1s to 99hrs

Operation Membrane keypad and speed control knob

Max button function
“Max” key for rapid priming.Max button runs pump at 100% of
maximum rpm-use to prime or to rapidly flush tubing

Power fall memory
function

Maintain speed setting in power down

Analogue control
The pump speed,direction and start/stop can be controlled through an
analogue signal input of 0-10KHz,0-5V,0-10V or 4-20mA

Digital communication Remote operation through RS485

Foot switch Momentary start/stop

Power <300W

Operating
Voltage/Frequency

AC180-260V,50Hz

Operation condition 0-40℃,Relative humidity<80% non-condensing

Dimension(L×W×H) 370mm×235mm×240mm(not include pump head)

Weight(Drive only) 11.5KG

Ingress rating IP31

Parameters

Drive
Pump hea

d
Number of
rollers

Channel
Tubing
Size

Speed
(RPM)

Flow rate
(mL/min)

iPump6S-G YZ35B 3 1,2
73#

40-600
465.0-7870

82# 681.6-13000

Acceptable pump head

YZ35B
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iPump6S-GF series

Introduction

 Flow rate 0.72 to12L/min (depends on drive rpm and tubing size)
 Maintenance-free explosion-proof drive,high torque,mount up to 2 pump heads
 speed control by frequency converters,easy to use
 high enclosure Rating:IP55,harsh environment adapted
 explosion-proof classification: DIIBT4

Application

Ideal for pharmaceutical and biotech,manufacturing,chemical process
applications.

Specifications

Product Type iPump6S-GF

Speed 60-600RPM

Speed resolution 40-600rpm in 1rpm increments

Display Graphical LCD display

Direction control Both clockwise and counterclockwise available

Operation Membrane keypad and speed control knob

Power fall memory
function

Maintain speed setting in power down

Analogue control
The pump speed,direction and start/stop can be controlled through an
analogue signal input of 0-10KHz,0-5V,0-10V or 4-20mA

Digital communication Remote operation through RS485

Power <375sW
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Operating Voltage AC380V±10%

Operation condition 0-40℃,Relative humidity<80% non-condensing

Dimension(L×W×H) 582mm×250mm×326mm

Weight(Drive only) 35.2KG

Ingress rating IP55

Parameters

Drive Pump head
Number of
rollers

Channel
Tubing
Size

Speed
(RPM)

Flow rate (L/min)

iPump6S-GF YZ35B 3 1,2
73#

60-600
0.72-7.8

82# 1.07-12
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V. Batch Process peristaltic
pump

iPump4S-P

Introduction

 Flow rate 1.5 to 40L/min (depends on drive rpm and tubing size)
 Ideal for high flow rates fluids transfer
 AC motor drive
 Tubing life extremely long
 speed control by frequency converters,easy to use
 high enclosure Rating:IP55,harsh environment adapted

Application

Ideal for pharmaceutical and biotech,manufacturing,chemical process
applications.

Specifications
- Flow range:1.5-40L/min
- Speed: 30 to 360 rpm, reversible
- Speed precision: 0.6 rpm
- Power supply: AC 220 V ± 10% 50/60 Hz
- Power consumption: < 400 W
- Operating condition: Temperature 0 to 40°C, Relative humidity < 80%
- Dimensions (L × W × H): 417 × 401 × 321(mm)
- Weight: 32 kg
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- IP rating: IP55

Parameters

iPump4S-PF

Introduction

 Batch-process explosion-proof peristaltic pump
 Maintenance-free explosion-proof drive,high torque
 AC gear motor,adjust speed by frequency converters
 High protection rate:IP55,suitable for harsh environment

Application

Ideal for pharmaceutical and biotech,manufacturing,chemical process
applications.

Parameters

Drive Pump head Tubing Size
Speed
(RPM)

Flow rate (L/min)

iPump4S-PF KZ48 92# 30-360 ≤40

Drive Pump head
Tubing
Size

Speed
(RPM)

Flow rate (L/min)

iPump4S-P KZ48
88#

30-360
1.3 - 15

92# 3 - 40
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